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H o l d i n g  M a g n e t s

ART NO. 41101

HOLDING MAGNETS
Features
• Powerful Cast Alloy AlNiCo magnets.

• Working temperature up to 375°C.

• Poppy red colour painted and supplied with

nickel plated keeper.

Applications
• Can be used in jigs and fixtures.

• Can hold work-pieces during wire cutting.

• In educational institutes and laboratories.

U MAGNET

  Art No.
       Magnet Size Weight Magnetic Pull

A B C D E (GMS.) (Kgs.)

41101.01 19 14 8 19 5 71 5

41101.02 25.5 19 9.5 25.5 4.7 142 8.5

41101.03 28.5 22.2 11 28.5 4.7 225 11

41101.04 35 35 11 44.5 8 370 24

41101.05 41 41 14.5 57 8 750 34

41101.06 54 47.5 16 82.5 9.5 1450 51

HORSE SHOE MAGNET

  Art No.
         Magnet Size Weight Magnetic Pull

A B C D (GMS.) (Kgs.).

41102.01 25.5 6.4 8 8 29 2.5

41102.02 11 6.4 8 8 10 1.3

BUTTON MAGNET:

 
Art No.

       Magnet Size  Weight Magnetic Pull

A B C D   (Gms.) (Kgs.)

41205.01 9.5 12.7 4.5 4 10 0.8

41205.02 12.7 19 4.8 5.5 28 2

41205.03 16 25.4 4.8 5.5 56 3.8

41205.04 25.4 31.7 6.4 8 113 5.2

CYLINDRICAL BAR MAGNET

  Art No. 
              Magnet Size Weight

A C (Gms.)

41206.01 6 20 4.5

41206.02 8 25 10

41206.03 10 30 19

CYLINDRICAL BAR MAGNET

  Art No.
Magnet Size Weight

A B C (Gms.)

41103.01 10 5 20 8

41103.02 12.5 5 40 20

41103.03 15 5 60 35

41103.04 15 10 50 60

• Due to continuous upgradation in design there could be changes in specifications.

• Other sizes on request.

All dimensions are in mm.

All dimensions are in mm.

All dimensions are in mm.

All dimensions are in mm.

All dimensions are in mm.
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